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Abstract: In areas with a dry and hot climate, factors such as strong solar radiation, high
temperature, low humidity, dazzling light, and dust storms can tremendously reduce people’s
thermal comfort. Therefore, researchers are paying more attention to outdoor thermal comfort in
urban environments as part of urban design. This study proposed an automatic workflow to
optimize urban spatial forms with the aim of improvement of outdoor thermal comfort conditions,
characterized by the universal thermal climate index (UTCI). A city with a dry and hot
climate—Kashgar, China—is further selected as an actual case study of an urban block and Rhino
& Grasshopper is the platform used to conduct simulation and optimization process with the
genetic algorithm. Results showed that in summer, the proposed method can reduce the averaged
UTCI from 31.17 to 27.43 °C, a decrease of about 3.74 °C, and reduce mean radiation temperature
(MRT) from 43.94 to 41.29 °C, a decrease of about 2.65 °C.

Keywords: dry and hot areas; outdoor thermal comfort; urban morphology; urban performance
simulation; genetic algorithm-driven

1. Introduction

Urban climate is determined by a city’s spatial structure, block texture, building form, open
space layout, and so on [1]. Urban climate influences building cooling and heating loads, and
outdoor thermal comfort, then influences the building performance [2], and it is therefore one of the
most significant factors considered in urban design [3]. Sustainable urban design plays an important
role in the improvement of the urban climate, pointing to the need for more climate-responsive
environments [4]. Along with the rapid development of the global economy and the
unprecedentedly rapid process of urbanization, the scale of cities has been expanding continuously,
which has had direct impacts on urban morphology. In particular, urban morphology can influence
the urban climate with different morphological parameters and exhibit more intense heat islands [5—-
7] and lower permeability of urban air ventilation [8,9]. Therefore, urban morphology in the design
phase has become an important ecological factor in high-density and high-intensity urban
development, gradually becoming the focus of architects and planners [10,11]. Local decision
makers and researchers are also focusing on implementing engineering methods to optimize the
thermal performance of urban blocks [12,13].

Based on terrestrial characteristics, researchers conducted a lot of basic research on cities and
their climatic environments. On one hand, urban climate research with field observation has
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developed rapidly. Researchers have studied sunlight [14,15], energy performance [16,17], thermal
comfort [18], ventilation [19,20], and so on. Koichi conducted on-the-spot measurement to the
outdoor thermal environment of commercial blocks in Osaka, Japan, and obtained the result that
subjective thermal sensation of occupants was consistent with the physico-thermal environment
[21]. Nielsen studied climatic characteristics in dry and hot areas and warm and wet areas, and
analyzed the relationship between the thermal comfort, the building environment, and the external
environment [22]. Chatzidimitriou and Yannas studied the microclimate of an urban square and a
courtyard in summer conditions with measured data and assessed the effects of geometry, materials,
soil humidity, and so on. [23]. Bueno et al. proposed a computationally fast model to predict the
urban heat island (UHI) effect with data from an operational weather station outside the city [24].
Chun and Guldmann applied sensors to monitor the impact of greening on the UHI through land
surface temperatures and evaluated the impact in the seasonal variations and mitigation [25].
Malings studied the UHI with probabilistic urban temperature modeling in New York City and
Pittsburgh, USA [26]. Oliveti generalized the influence mechanism of thermal radiation under
different conditions by conducting field measurements of thermal radiation movement to the
ground and sky [27]. Peeters built an urban climate model using remote sensors of urban features
and applied a GIS-based method for constructing 3D urban morphology [28]. The on-site
measurement studies can facilitate the urban climate analysis, however, such research often involves
significant amounts of manpower, materials, and cost, and it is difficult to obtain continuously
distributed meteorological grid data.

On the other hand, computer-based numerical simulation has some advantages and useful
applications. Xu et al. analyzed design parameters for an urban courtyard for climate optimization
through simulations with software such as Parabolic Hyperbolic Or Elliptic Numerical Integration
Code Series (PHOENICS), computational fluid dynamics (CFD), and Energyplus, determining how
outdoor environment influence the indoor environment in different designs [29]. Wong et al. used
CFD to simulate the impacts of the change of the geometric scale of urban streets and building
complexes on the UHI effect [30]. Yang et al. conducted simulative analysis to the impacts of height—
width (H/W) ratio, orientation, and other form elements of the canyons of urban blocks on their
microclimatic environments by simulations, showing that a H/W of 3 can be considered a threshold
with respect to outdoor thermal comfort [31]. Mayer et al. researched numerical simulation and
actual measurements of the outdoor thermal environment and found that simulation models can be
validated from real environmental conditions to enable a reality-oriented model initialization [32].
Ng studied the impacts of the scale relationship among buildings and different skylines on urban
ventilation and air quality in high-density cities by using a sunshine-based physical model and CFD
technology [33]. Bajsanski applied the Ladybug plug-in of the Grasshopper in Rhino software to
study the impacts of urban planning on the heat environment in Novi Sad, resulting in the largest
universal thermal climate index (UTCI) decreases being noted at 10, 17 and 18 UTCI on hot summer
days at 11 UTCI on cold winter days. This research also pointed out that the building height and
density increases in the future street design will modify the thermal environment. [34]. Taleb et al.
applied a genetic algorithm in Rhino to generate a building form cluster that adapts to a dry and
hot climate, covering environmental factors such as solar radiation, urban ventilation, building
form, and orientation to achieve the best sustainable urban form [35]. Hu et al. studied the potential
of urban form design in reducing the heat-island effect with Grasshopper and genetic algorithms,
and the results of this study show that it is possible to mitigate UHI by manipulating urban form
based on sky view factor (SVF) [36]. Also, a GIS extension model was applied to simulate the UHI to
calculate the UHI intensity based on urban geometry [37]. Perini et al. simulated urban outdoor
thermal comfort by coupling EVNI-Met and TRNSYS using Grasshopper, which investigated the
potentialities of both ENVI-met and TRNSYS for the calculation of urban features (urban form,
vegetation, canyon proportion, etc.), which affect urban microclimate [38]. MiloSevi¢ et al. also
developed a procedure for changing tree locations to improve outdoor thermal comfort in street
parking lots and address the importance of the location of trees, as well as the crown shapes [39].
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Parameterized design has been widely applied, and the design has gradually evolved into the
automatic optimization of urban forms based on the platform of computer optimization algorithms.
Granadeiro et al. used parameterized language on the Matlab platform to generate a series of
building forms and obtained through analysis the annual energy consumption levels of different
building forms in connection with EnergyPlus simulation [40]. At the stage of conceptual design,
Caruso et al. optimized building forms with the aim of minimizing the receipt of solar radiation by
using the calculus of variations of mathematical theory [41]. Xu et al. estimated the impact of open
space on the urban micro-climate and validated the open space design strategies through
performance-based optimization, however, which need further consideration of the impact of
building form, street orientation, and so on [3]. Contreras et al. used a genetic algorithm to conduct
random variation and combination with building fagade, roof, window type, glass type and shade
coefficient as genes, to achieve the lowest building energy consumption [42].

When studying the correlation between the layout of building space and microclimate on the
block scale, land use with the same scale is usually used by summarizing, abstracting, and
simplifying the universal model of building combinations in the land use unit. Then, the basic
building types are divided to display their geometric characteristics. The classification of basic
building types has been the focus of many urban climatology-related studies. For example, Steelners
et al. [43] condensed six typical types on the basis of existing research by Martin Center researchers
on land use and built forms; copied and developed a variety of urban spatial layouts to simulate
wind speed and solar radiation, respectively; and preliminarily revealed the different microclimatic
characteristics and laws presented by urban blocks composed of different basic building types.
Studying dry and hot areas, Ratti et al. [44] investigated the urban texture of downtown Marrakesh
and analyzed and summarized three basic building types—courtyard, micro-pavilion and
pavilion—to study the impacts of these basic building types on the microclimatic environment at the
block level. Okeil further compared the distribution of sunlight on the surface of strip-type,
courtyard-type, and residential solar bulk (RSB) blocks and demonstrated the superiority of RSB in
improving solar energy efficiency [45]. In winter, the projection of this basic building type falls
entirely on the surrounding open space, with no self-shading occurring. In summer, the prevailing
wind exactly passes through the block, which is conducive to alleviating the summer heat island
effect and achieving the optimization of the building energy consumption level throughout the year.

Above all, research on urban morphology and climate has gradually focused on
computer-aided automatic optimization from the urban scale to the block scale considering the
thermal comfort of humans. However, little research has been done on the relationship between
urban forms and microclimates in the block scale under a dry and hot climate. Insufficient strategic
research and automatic optimization have been carried out on the spatial layouts of urban blocks
based on the comfort demands of humans in dry and hot areas, especially in western China. Western
China is urbanizing rapidly, and studies on the sustainable design of cities and buildings based on
climatic adaptability have aroused more and more attention. The climatic conditions in dry and hot
areas are relatively different from those in other areas, and so it is necessary to explore strategies and
methods that can effectively alleviate the environmental pressure, improve the livable quality of
cities and adapt to local climatic characteristics. Therefore, this study selects the urban block
dimension in Kashgar, China in a dry and hot region, and investigates performance-driven urban
morphology optimization for urban climate with a simulation tool. This study would like to
evaluate the design of building form, height, and street orientation for better outdoor thermal
comfort in the ideal case and the actual urban block case.

2. Methodology

2.1. Overview of This Study

Figure 1 shows the overview of this study, which consists of three phases. In the first phase, this
study generates the urban block model and this study selected two models—ideal urban block
model and actual urban block model. Also, this phase discusses the four generic building forms that
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generate the two models. The ideal model is applied for investigating optimization performance
during urban block design, while the actual case model is used for validating the optimization
performance in prefixed urban forms. The second phase proposed three parameters, building form,
height, and open space layout, to optimize the urban block model with the aim of minimizing
outdoor thermal comfort index, which is represented as UTCI. Additionally, this phase includes the
model setup, climate condition, and the details of case study. In the last phase, this study outputs the
simulation results and recommends the corresponding urban design strategies.

Urban block field selection &Case study of Kashgar City
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Generic building form: Pillar, Sinp, Dot, Courtyard types
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Figure 1. The overview of urban morphology optimization in this study.
2.2. Urban Block

2.2.1. Generic Building Form

Through review, this study adopted the following common building types, pillar type, strip
type, dot-type (micro-pavilion), and courtyard type. The fragmentation degrees of these four basic
building types are different (fragmentation degree refers to evenly dividing a basic unit into smaller
sizes but maintaining the same building density and building height of the basic type.) The paper
sets the fragmentation degree of the basic type as pillar 1-mass, strip 1-mass, dot 4-mass, and
courtyard 2-mass, then builds the layouts of grid-shaped urban blocks based on these basic building
types, which are shown in Figure 2.
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Table 2 concludes the optimization results for four basic block types. Specifically, regarding
solar radiation, the pillar-type block has the biggest ground solar radiation and has the widest open
street; the dot-type block and the courtyard-type block have the smallest ground solar radiation. The
block layout of those types always occurs in desert areas with a dry and hot climate. With regard to
wind speed, the pillar-type block has the most effective mode of ventilated building combination
and has satisfactory ventilation effects at different angles of street orientation. The strip-type block
parallel with the wind direction has a higher wind speed, but the strip-type block which has a
certain angle with the wind direction can resist part of the wind speed. The closed courtyard-type
block and the dense dot-type block have the lowest space wind-speed.

Table 2. Best performance of the four block types.

Type Fragmentation Avg. UTCI Avg. Radiation Avg. Wind Avg. SVF
Degree Temperature Speed
Pillar type 1-mass 28.01 °C 39.42 °C 2.77 m/s 0.415
Strip type 1-mass 25.59 °C 38.87 °C 1.89 m/s 0.392
Dot type 4-mass 24.40 °C 34.64 °C 1.36 m/s 0.249
Courtyard type 2-mass 24.47 °C 35.18 °C 1.02 m/s 0.278

3.2. Results of Actual Urban Block

For an actual urban block, the plot ratio and the building density are set as 1.8 and 0.24,
respectively. The best optimized UTCI is 27.43 °C and in the arrangement of the best results, the
number of basic building type are 4 for the pillar type, 10 for the strip type, and 10 for the dot type.
Those buildings with 1-5 floors are the dot, those with 6-10 floors are the strip, and those with more
than 10 floors are the pillar. The location distribution of open spaces is mainly subject to solar
radiation and wind. Since the simulation period of the research is set as from 10:00 am to 16:00 pm,
when located in the east of the land parcel, open spaces can be sheltered by more buildings in the
west and are not subject to too much sunshine in the afternoon, and the location of open spaces in
the north can quicken the air flow inside the base, so more open spaces are distributed in the
northeast.

The simulation of the actual block optimization shows that, regarding the urban design of the
areas with a dry and hot climate, if the plot ratio and building density are fixed, by changing the
number and location distribution of various basic building types in the block through optimization,
we can obtain a better layout, thus affecting the formation of urban microclimate and outdoor
comfort. Figure 14 shows the UTCI results for the original layout and optimized layout, and Table 4
shows the results for UTCI, MRT, and average wind speed of the original layout and optimized
layout. We can see that the optimization can reduce the UTCI from 31.17 to 27.43 °C, decreasing by
about 3.74 °C, and can reduce MRT from 43.94 to 41.29 °C, decreasing by about 2.65 °C, although the
average wind velocity in summer decreases slightly by about 0.07 m/s. The results show that the
optimization method can achieve better thermal comfort of the urban block.
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Figure 14. Validation case study simulation results of UTCI for the original layout (above) and the

optimized layout (below).

Table 4. Comparative results of original layout and optimized layout.

Parameter Original Layout = Optimized Layout
Plot ratio 1.8 1.8
Building density 0.24 0.24
UTCI (°C) 31.17 27.43
MRT (°C) 43.94 41.29
Average wind speed (m/s) 2.04 1.97

4. Discussion

4.1. Implications

From dry and hot areas, this study has established a set of methods of urban automatic
generation, optimization, and evaluation with the outdoor comfort as the optimization objective,
thereby exploring a new method of urban design. During the optimization, the genetic algorithm
can evolve steadily under specific constraints and thereby provide more pertinent and optimal
layout schemes, which refers to real urban design situation that should adapt to optimal comfort as
well as be confined to resources. In this study, the urban block area, building density, and plot ratio
are fixed. Compared with the original block, the increase of the dot basic type can optimize the
microclimatic environment of the block. Using the spatial structure form of highly-dense, compact,
and narrow streets is an effective method to improve urban climate comfort in dry and hot areas.
With regard to the urban design based on climatic adaptability in dry and hot areas, the basic
building types with a higher degree of fragmentation should be designed as much as possible.
According to the wind environment, the rise of wind speed has different impacts on outdoor
thermal comfort. If there are lakes, woods, and other surface textures with the property of reducing
the temperature and increasing the humidity at the upper draught, we suggest that the pillar-type
block conductive to all-round wind guidance and the strip-type block parallel with the wind
direction should be selected, and the wind from the upper direction should be used to reduce the
temperature, increase the air humidity of the block, and optimize outdoor thermal comfort.
Regarding some blocks with sandstorms, although a higher wind speed can carry away some heat of
streets, it will bring more sandstorm trouble to the city. Therefore, we suggest that the dot-type and
enclosure-type blocks should be adopted to reduce the wind speed and alleviate the impact of sand
dust on outdoor comfort.

This study can be carried out before the specific work of urban design begins. As the
preliminary evaluation of effective urban morphology and climatic characteristics, it can help
designers intuitively understand the microclimatic characteristics of different urban forms and
provide intuitive guidance for their subsequent design process based on climatic adaptability. This
study can provide the simple geometric rules of global significance based on climatic adaptability,
which makes the urban design of block scale more logical: from a design process relying solely on
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design guidelines to a completely rational design process evaluating and improving the design
scheme with qualitative and quantitative methods. Those rules can avoid the repetition of the
process of simulation and modification caused by the lack of scientific guidance in urban design, to
help designers to study and screen schemes, and significantly improve the efficiency of urban
design.

4.2. Limitations

Also, this study yields some limitations, firstly, regarding the basic building types, the objective
of this study is to extract the simplified urban form types, indices and regular modes of building
combination layout in the actual block. Due to the diversity of real urban forms, this study fails to
cover all the urban form types on the block scale in dry and hot areas, as well as all the variation
ranges of the form indices. Secondly, regarding the urban scale, this study focuses on the issue of the
block forms impacting on such climate factors to change the outdoor thermal comfort of the human
body, which is a simplified method to study urban forms on the block scale. The scale of single
buildings, the urban scale within a larger scope, and the impacts of such landscape aspects as
vegetation, water, and pavement on the comfort have not been taken into account in the study.
Thirdly, for climate elements, this study focuses on the scale of urban microclimate but does not
involve the climate within a larger scope. Also, because the dry and hot climatic conditions in the
study are based on the meteorological data in July (the hottest month) in Kashgar, the study focused
on the relatively extreme seasonal climatic conditions and did not give any consideration to winter
and transitional seasons in dry and hot areas. Finally, the genetic algorithm was used as the
optimization algorithm in this study, and the judgment standard was the outdoor thermal comfort
of the human body (UTCI) as a single assessment standard, however, on one hand, more
optimization algorithms should be adopted, e.g., a heuristic algorithm, Q-learning and so on, to
solve more complex and feasible issues as well as improve the efficiency of optimization. On the
other hand, more indices should be introduced in the future works, e.g., the PET as well as the
indoor comfort of human body and the responded energy consumption of the buildings, which have
not been considered.

5. Conclusions

Based on the study of urban morphology and urban climate elements, this study attempts to
explore a design method for the automatic generation and optimization of blocks based on the
outdoor thermal comfort, and then puts forward the urban design strategy and method based on
climate adaptability in dry and hot areas. Optimization can reduce the UTCI from 31.17 to 27.43 °C,
decreasing by about 3.74 °C and reduce MRT from 43.94 to 41.29 °C, decreasing by about 2.65 °C,
although the average wind velocity in summer decrease slightly about 0.07 m/s. The results show
that the optimization method can achieve better thermal comfort for an urban block. This study can
further improve the efficiency of urban design and block layout design in dry and hot areas. For
future studies, additional factors that have an impact on the urban layout in dry and hot areas can be
added to the system for consideration and adjustment, such as the green space. Further with the
advancement and affordability of powerful urban computing and simulation tools, optimization
methods have become tools that are adopted by researchers and practitioners to improve urban
planning and design.
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